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Part number  . . . . . . . . . . . . . . . . . . . . . . . . . . .CELLMAX-D-25

Frequency band, MHz  . . . . . . . . . . . . . . . . . . .806-960 / 1710-2200

VSWR  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .<1.8:1

Gain, dBi  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7

Azimuth beamwidth, degrees  . . . . . . . . . . . .70 nominal

Elevation beamwidth, degrees  . . . . . . . . . . .60 nominal

Polarization type  . . . . . . . . . . . . . . . . . . . . . . .Vertical

Impedance, ohms  . . . . . . . . . . . . . . . . . . . . . . .50 

Maximum input power, watts  . . . . . . . . . . . .50

Connector  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N-female

Specifications for Cell-MaxTM In-Building Directional Antennas

Connecting the Wireless World
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Electrical

Wall Mounting Configuration

Mechanical

Dimensions. in (mm)  . . . . . . . . . . . . . . . . . . . .8.3 x 7.1 x 1.7 (210 x 180 x 44)

Weight, lb (kg)  . . . . . . . . . . . . . . . . . . . . . . . . . .1.4 (0.6)

Radome color  . . . . . . . . . . . . . . . . . . . . . . . . . .White

Radome material  . . . . . . . . . . . . . . . . . . . . . . .UV-protected ABS

Pigtail cable  . . . . . . . . . . . . . . . . . . . . . . . . . . .RG58

Pigtail length, in (mm)  . . . . . . . . . . . . . . . . . . .12 (300)

Mounting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-hole wall mount plate and 
 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .hardware included

Environmental

Temperature, ° F (° C)  . . . . . . . . . . . . . . . . . . . .-40 to +140 (-40 to +60)

Azimuth Pattern Elevation Pattern


